PINOS CILINDRICOS

al a2

DIN 6325 ISO 8734 PINO CILINDRICO S/ROSCA

Dimenso6es (mm)

— Material: Ago Carbono SAE 1010/1020
Tratamento térmico: Cementado temperado revenido

Tolerancia: Retificado ISO (m6)
Dureza: 60+-2 HRC
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10/12/14/16/18/20/22/24/28/30/32/36/40/45/50
10/12/14/16/18/20/22/24/28/30/32/36/40/45/50/55/60
12/14/16/18/20/22/24/28/30/32/36/40/45/50/55/60/70/80
16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100
18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110
30/32/36/40/45/50/55/60/70/80/90/100/110/120
30/32/36/40/45/50/55/60/70/80/90/100/110/120
30/32/36/40/45/50/55/60/70/80/90/100/110/120/140
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L = Comprimento

Material: Aco Carbono SAE 1010/1020
Tratamento térmico: Cementado temperado revenido

Tolerancia: Retificado ISO (m6)
Dureza: 60+-2 HRC

10/12/14/16/20/24/28/32/36/40/45/50/55
10/12/14/16/20/24/28/32/36/40/45/55/60/70/80
12/14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100
12/14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110
14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110/120
14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/120
24/28/30/32/36/40/45/50/55/60/70/80/90/100/120/130/140/150
30/32/36/40/45/50/55/60/70/80/90/100/120/130/140/150/160
30/36/40/45/50/55/60/70/80/90/100/120/130/140/150/200

M2,5 38 17 5
M3 48 2 5
M4 58 2,1 6
M5 78 26 8
M6 9,75 3 10
M6 1.7 38 10
M8 137 42 12
M8 15,65 4,6 12
M10 19,6 6 16
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DIN 7 ISO 2338 PINO CILINDRICO S/TEMPERA

Dimensé6es (mm)

Material: Ago Carbono SAE 1010/1020
Sem tratamento térmico

Tolerancia: Retificado ISO (m6)
Acabamento: Retificado

L = Comprimento “

IR 10/12/14/16/18/20
IEE 10/12/14/16/18/20/24

I 10/12/14/16/18/20/24/28/30/32/40/45/50/55/60
I 10/12/14/16/18/20/24/28/30/32/36/40/45/50/55/60
I 10/12/14/16/18/20/22/24/28/30/32/36/40/45/50/55/60/70
I 12/14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80
I 14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100
20/24/28/30/32/36/40/45/50/55/60/70/80/90/100
I 20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110/120
IR 40/45/50/55/60/70/80/90/100/120

I +0/45/50/55/60/70/80/90/100/110/120

IEZ 50/60/70/80/90/100/120
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PINOS CONICOS

DIN 1 1SO 2339 PINO CONICO S/ROSCA

Dimensées (mm)

L = Comprimento —

10/12/14/16/18/20/22/24/26/28/30/32/36 03
10/12/14/16/18/20/22/24/26/28/30/34/36/38/40 04
10/12/14/16/18/20/22/24/28/30/32/36/40/45/50 045
10/12/14/16/18/20/22/24/28/30/32/36/40/45/50/55/60/70/80/90/100 06
10/12/14/16/18/20/22/24/28/30/32/36/40/45/50/55/60/70/80/90/100 0,75
12/14/16/18/20/22/24/28/30/32/36/40/45/50/55/60/70/80/90/110 09
16/18/20/22/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110/120 1,2
20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110/120 15
24/28/30/32/36/40/45/50/55/60/70/80/90/100/110/120 1,8
40/45/50/55/60/70/80/90/100/110/120 25
50/55/60/70/80/90/100/110/120 3

Material: Aco Carbono SAE 1010/1020 Tolerancia: ISO (h10)

Sem tratamento térmico Acabamento: Retificado
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DIN 7978 ISO 8736 CONICO C/ROSCA INTERNA

Dimensoées (mm)

6 20/24/28/30/32/36/40/45/50/55/60/70/80/90/100 M4 6 08
8 26/28/30/32/36/40/45/50/55/60/70/80/90/100/110/120 M5 8 11
10 14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110/120 M6 10 13
12 14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/120 M6 12 1,6
14 24/28/30/32/36/40/45/50/55/60/70/80/90/100/120/130/140/150 M8 12 16
16 30/32/36/40/45/50/55/60/70/80/90/100/120/130/140/150/160 M10 16 2,1
20 30/36/40/45/50/55/60/70/80/90/100/120/130/140/150/200 M12 18 27

Material: Ago SAE 1045 Tolerancia: 1ISO (h10)

Sem tratamento térmico Acabamento: Retificado

Rosca
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DIN 7977 1SO 8737 PINO CONICO C/ROSCA EXTERNA

5

Dimenso6es (mm)

L = Comprimento [ Rosoa |_c | b_|
M5 16 12

10/12/14/16/20/24/28/32/36/40/45/55/60/70/80

6 12/14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100 M6 19 15

8 12/14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110 M8 235 18
14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/110/120 M10 265 20
14/16/18/20/24/28/30/32/36/40/45/50/55/60/70/80/90/100/120 M12 30 2
24/28/30/32/36/40/45/50/55/60/70/80/90/100/120/130/140/150 M12 30 2
30/32/36/40/45/50/55/60/70/80/90/100/120/130/140/150/160 M16 37 28
30/36/40/45/50/55/60/70/80/90/100/120/130/140/150/200 M16 37 28

Material: Aco SAE 1045 Tolerancia: 1ISO (h10)

Sem tratamento térmico Acabamento: Retificado
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